




	OGRO CORE project handle 
	

	
	

	Name: CORE project handle 
	

	Version: DIN EN 1906 class 4
	

	Manufacturer: OGRO Beschlagtechnik GmbH
	

	
	

	Description / features
	

	Long-term performance test for 1 million cycles certified by the MPA Dortmund

	

	Audited according DIN EN 1634-1
	

	Environment product declaration according DIN ISO 14025
	

	High quality surface and tiny shadow joint between handle and rose or plate 
	

	Mounting and unmounting with DIN tools 
Thread side already mounted allows an easy fitting. 
	

	
	

	
	

	Technical Characteristics 
	

	Type of handle:  '….' 
	

	Spring loaded with four return springs for a horizontal position of 90°

	

	Subparts can be used for doors right and left 
	

	Firmly pivoted in maintenance-free bearings 
	

	Door thickness from 38 to 63 mm (optional till 72 mm).
	

	Click & go technology for quick and save mounting 
	

	Steel subparts with extra-long positioning studs
	

	Diameter of the roses 55 mm 
	

	Identical 9 mm height for roses and backplates
	

	Clearance and angular movement EN1906 ≤ 1,0 mm
	

	Roses for full leaf doors '….' 
	

	Distance of the backplate: 72 mm (EPC), 74 mm (RC) 92 mm
	

	 (EPC), 94 mm (RC)
	

	Perforation for cylinders: EPC (profile cylinder), RC (Swiss round cylinder), WL (warded key locks), UN (unpierced)
	

	Spindle: 
	

	(a) 8 mm spindle 
	

	(b) 9 mm spindle 
	

	Material
	

	Aluminium'….' 
	

	Stainless steel '….'
	

	Versions:
	

	(a) according EN 1634-1 and DIN 18273 approved for fire and smoke protection doors '….'
	

	(b) according EN 179 for emergency exit doors '….' 
	

	
	

	Permits and certificates 
	

	(a) DIN EN 1906: 2012-12
	

	(aa) Aluminium: 4 | 7 | - | D1 | 1 | 5 | 0 | A 
	

	(ab) Stainless steel: 4 | 7 | - | C1 | 1 | 5 | 0 | A 
	

	Long-term performance test for 1 million cycles certified by the MPA Dortmund
	

	Audited according EN 179
	

	Audited according EN 1634-1 
	

	Audited according DIN 18273
	

	Environment product declaration according DIN ISO 14025
	

	
	

	Application
	

	(a) according EN 1634-1 and DIN 18273 for fire and 
	

	smoke protection doors '….'
	

	(b) Approved for emergency exit doors according EN 179 '….'
	

	
	

	Type of door
	

	(a) full leaf door '….'
	

	(b) frame door '….'
	

	
	

	Colours / surface
	

	(a) aluminium
	

	(aa) silver F1 
	

	(ab) anti-bacterial coating
	

	(b) Stainless steel 
	

	(ba) satin stainless steel
	

	(bb) anti-bacterial coating 
	

	CORE project handle
	

	
	

	
	

	
	

	
	

	
	

	
	



		Quantity:
	



	
		Price:
	



	
		Amount:
	



	






