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	OGRO project handle


	Name: SOLID project handle

	Version: DIN EN 1906 class 4

	Manufacturer: OGRO Beschlagtechnik GmbH

	 

	Description / features 

	Long-term performance test for 2 million cycles certified by the MPA Dortmund

	Audited according DIN EN 1634-1

	Environment product declaration according DIN ISO 14025

	High quality “Satino” surface 

	Tiny shadow joint between handle and rose or plate 

	Handles can be unmounted from the base rose or plate 

	


	Technical Characteristics

	Type of handle:  '….'

	Extended handle guidance and visible fixing with maintenance free M5 screws 

	For higher security optional with Torx screws

	Firmly pivoted in maintenance-free bearings

	Increased torsional stiffness by use of stainless-steel subparts and continuous stainless-steel sleeves

	Handle diameter 22 mm. All visible parts made by stainless steel 

	V4A (1.4404)
Diameter of the rosettes are 55 mm with 8mm height 

	Round rosettes '….' 

	Distance of the backplate: 72 mm (EPC), 74 mm (RC) 92 mm

	(EPC), 94 mm (RC)

	Perforation for cylinders: EPC (profile cylinder), RC (Swiss round cylinder), WL (warded key locks), UN (unpierced)

	Spindle: 

	(a) 8mm spindle

	(b) 9mm spindle

	

	Material

	Stainless steel 1.4404

	Versions:

	(a) according EN 1634-1 and DIN 18273 approved for fire and smoke protection doors '….'

	(b) according EN 179 for emergency exit doors '….'  

	Permits and certificates

	(a) DIN EN 1906: 2012-12

	(aa) Stainless steel: 4 | 7 | - | C1 | 1 | 4 | 0 | U 

	Long-term performance test for 2 million cycles certified by the MPA Dortmund
Audited according EN 179
Audited according EN 1634-1
Audited according DIN 18273
Environment product declaration according DIN ISO 14025

Application

	 (a) according EN 1634-1 and DIN 18273 for fire 

	 and smoke protection doors '….'

	 (b) Approved for emergency exit doors according EN 179 '….'

	

	Type of door

	(a) full leaf door '….'

	(b) frame door '….'

	

	Colours / surface

	(a) Stainless steel

	(ab) satin stainless steel

	(ac) OGRO RESISTANT (Anti-corrosion coating, resistance tested for 720 hours)

	(ad) anti-bacterial coating


 

		Quantity:
	



	
		Price:
	



	
		Amount:
	



	






